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CHAPTER 1

Quick Start Guide

the knob to select the desired 
input.)

12. Play a source, such as a DVD, 
and bring up the volume to suit 
your taste. Make sure the video 
can be seen in the TV monitor.

13. Stop or pause the source.

The TGR-401 now needs to be set-
up correctly to suit your speakers and 
system. This is done using the TGR-
401 on screen display (OSD) menus. 
It can be done either automatically or 
manually, as can the EQ adjustment. 
This needs to be done when you use 
your system for the � rst time, or if you 
change anything such as the speak-
ers or their position. 

Automatic Setup
The TGR-401 comes with a mea-

surement microphone that plugs into 
the front panel microphone input.

The automatic setup procedure 
uses the microphone to measure and 
evaluate your system. After the mea-
surements are complete, the levels, 
crossover frequency, and delay times 
of the speakers are automatically 
adjusted for the best performance.

Any problems with the speakers 
are indicated, for example, it will let 
you know if there is low output from a 
speaker, or if the polarity is reversed.

Details of the auto-setup are 
shown on page 40. Alternatively, you 
can use the manual procedure to set 
up your system.

8. Press the remote MAIN button 
a few times to make sure you 
are on the Main Page 1 Menu in 
the remote's display.

9. Set the remote to operate the 
TGR-401 by pressing the TG401 
button.

We hope that the following details 
will help you get started using your 
TGR-401.

1. Take care to read and follow the 
safety instructions on pages 2-3. 
Also make sure that you read the 
notes and details throughout the 
manual, especially notes marked 
with a warning triangle ( ).

2. Add four new AAA batteries to the 
remote control.

3. Connect your source equipment 
and speakers to the TGR-401.

 Make sure that all of your equip-
ment remains unplugged from the 
AC mains until you have made all 
the connections.

4. In your DVD player's Audio setup 
menu, set the digital output to  
BITSTREAM. If this is not set 
correctly, the TGR-401 cannot 
decode the digital information for 
5.1 surround sound playback. 

5. The TGR-401's bass manage-
ment system allows the bass from 
each speaker to be redirected to 
a subwoofer. Larger speakers can 
play the full frequency range, and 
smaller speakers such as satellite 
types can have their bass redi-
rected. See page 38 for details.

 Make a note of which speak-
ers you would like to play the 
full frequency range (Large) and 
those which will have their bass 
redirected. Also make a note of 
the approximate distance of each 
speaker from your listening posi-
tion.

6. The surround back speaker 
outputs can be used for powering 
surround back, or Zone 2 speak-
ers. See page 22

7. Turn on the TGR-401, and then 
turn on your TV and source equip-
ment.

10. The VOL and MUTE buttons will 
control the TGR-401 no mat-
ter which source component the 
remote is set to operate. The 
PUNCH command allows you to 
change this if required (see page 
28).

11. Turn down the TGR-401 volume 
and use the remote or front panel 
to select a video source as fol-
lows: If you have followed step 9, 
the remote now shows the inputs 
that can be selected. Select one. 
(From the TGR-401 front panel, 
you can � rst press the input but-
ton (center, top) and then rotate 

Measurement 
microphone 
(supplied)
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Manual Setup
There are three main manual ad-

justments that can be made using the 
SPEAKERS OSD menu:

1. The SPEAKER SIZE menu al-
lows you to enter the crossover 
frequency of each speaker. Using 
bass management, any bass 
below the crossover frequency will 
be redirected to your subwoofer.

2. The LEVEL CALIBRATION menu 
allows you to adjust the level of 
each speaker until they are all 
playing at the same level. (The 
level calibration test tones are 
also a quick way to check that all 
your speakers are working.)

3. The SPEAKER DISTANCE menu 
allows you to enter the distance 
that each speaker is away from 
your listening position. The TGR-
401 then calculates the delay 
times.

 Details of the manual setup proce-
dure are shown on page 39.

EQ Adjustment
The measurement microphone can 

also be used to measure the system 
response and adjust the EQ auto-
matically. This will provide a smooth 
response and remove room effects.

Alternatively, the EQ of pairs of 
speakers, or all speakers can be ad-
justed manually to suit your taste.

Details of the auto-EQ and manual 
EQ adjustment are shown on page 41.

OSD Menus
The SPEAKERS menu is used to 

run the auto-setup, manual setup, and 
EQ adjustment.

1. Press the MENU button on the re-
mote to bring up the MAIN MENU 
of the OSD on your TV.

2. Use the navigation pad left, right, 
up and down buttons to navigate 
through the menus in the next 
steps.

 NOTE: Quit the OSD at any time 
by pressing the nearby EXIT but-
ton. Any changes will be saved. 
There is no need to navigate back 
through previous pages, unless 
you want to make more changes. 
The TGR-401 front panel display 
shows the same messages as the 
OSD.

3. In the MAIN MENU, select 
SETUP, and from there select the 
SPEAKERS Menu.

4. In the SPEAKERS menu are 
the options for AUTO SETUP, 
SPEAKER SIZE, DISTANCE, 
LEVEL CALIBRATION, and EQ.

5. When you have � nished the setup 
and/or EQ adjustment, press the 
remote’s EXIT button to quit the 
OSD.

Conclusion
Once the automatic setup or 

manual setup is � nished, and any EQ 
adjustments made, the TGR-401 is 
setup correctly and ready for action. 

If you play a Dolby Digital or DTS 
encoded source, the TGR-401 will au-
tomatically select the correct surround 
mode. If it is a 2-channel source, you 
can select a surround mode using the 
remote’s MODE buttons or from the 
front panel.

The TGR-401 has many more 
options that are described in further 
detail in this manual. These options 
will help you customize the TGR-401 
to suit your tastes. You can do this 
after you have used the TGR-401 
for a while and have a better idea of 
how you would like to customize your 
system.

Auto Setup (see page 40)

Manual adjustments (see page 39) 

Manual or Auto EQ adjustment  
 (see page 41)

SPEAKERS
AUTO SETUP
SPEAKER SIZE
DISTANCE
LEVEL CALIBRATION
EQ
BINDING POSTS

SETUP
INPUTS 
SPEAKERS 
VIDEO 
MAIN ZONE 
ZONE 2 
CONTROL 
DIGITAL OUT DN MIX/THRU
DIMMER LOW/MEDIUM/HIGH

MAIN MENU
TRIMS 
TONE CONTROLS 
MODES
PRESETS 
SETUP 
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Front Panel Features

1. Power
This button turns the TGR-401 on 
(fully powered up) or into Standby 
mode (asleep, but can be turned 
on remotely).

The blue LED above the power 
switch is on when the TGR-401 
main zone is turned on. When the 
TGR-401 is turned off, the LED 
will turn red.

To fully turn off power to the TGR-
401, for example if you are going 
on vacation for a week or two, 
then use the rear panel power 
switch.

Press Zone 2 select (14) followed 
by this power button to turn on 
Zone 2.

2. Main LED
This blue LED is on when the 
Main zone is on. It � ashes red 
when the remote control is used.

3. Zone 2 LED
This green LED is on when Zone 
2 is on. 

4. Display
This display shows which input is 
se lect ed, the volume level, sur-
round mode, and other features 
such as the setup menus.

5. Input
Press this button, then cycle 
through the inputs with the manu-
al selector (9). The LED will light.

6. Mode
Press this, then cycle through the 
various modes with the manual 
selector (9). The LED will light.

7. Setup
Press this, then cycle through 
the available setup items with the 
manual selector (9). Press enter 
(8) to select the required setup 
item. Press Input (5) or Mode (6) 
to exit the setup menus. The LED 
will light when in setup mode.

8. Enter
Use this and the manual selector 
knob (9) during setup (7). When a 
desired menu item is found, press 
enter to select that item.

Note: Setup (7) and Enter (8) can 
be used to increase or decrease 
dB values within the menus, and 

used for other things such as to 
change the letters of a source 
name for example.

9. Manual Selector
Use this to cycle through the 
various menu items such as the 
inputs (when input (5) is pressed), 
the modes (when mode (6) is 
pressed), and setup (when setup 
(7) is pressed). 

10. Mute
This turns off the sound. Press 
it again, or adjust the volume 
control to return to the pre vi ous 
volume level. 

11. Volume
Rotate this manual control clock-
 wise to increase the volume. The 
level will appear in the front panel 
display. Note that the control knob 
does not rotate when the remote 
is used. When turning on a new 
source, make sure the level is low, 
such as 20, and increase it slowly. 

Note: When the TGR-401 is 
powered on, the volume is set to 
what is was when it was turned 
off. It can also be set to come on 
at a preset max or min volume 
(see the Main Zone in the Setup 
menu).
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